Leading Power Engineering Company in Ghana

C6C Enclosures
TECHNICAL SPECIFICATIONS

- Unique appearance with high sound absorbing and thermal properties
- Full weather proof enclosure and suitable operations in harsh conditions.
- Manufactured from galvanized metal sheet for doors & louvers.
- Heavy duty acoustical fireproof fiber used for general, thermal, and acoustic insulation, covered with galvanised perforated sheet for protection.
- Residential exhaust muffler to further decrease the sound level of the exhaust (mounted inside the enclosure up to 200 KVA as standard).
- Galvanized hinges & door locks / stainless steel door locks for 800 KVA as above.
- Polyurethane paint with resistant to sun radiations and various weather conditions.
- Internal emergency stop is standard with optional external emergency stop.
- Fully guarded cooling fan & battery charging alternator.
- Securely reachable fuel fill & battery via lockable access doors.
- Four lifting points for each set and 6 lifting points for 800 KVA & above for easy mobility.

**Weight for enclosure only**

Location: 04 Spintex Road opposite Melcom Plus  Address:  
P. O. Box CT 10937 Cantonments-Accra.  
Tel: 0302 812 718  Hotline: 0242383838 / 0541000022  Email: info@powerandco.net  
Web: www.powerandco.net

In line with our policy of continuous product development, we reserve the right to change specification without notice.